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GENERAL ELECTRICAL NOTES ELECTRICAL LEGEND ABBREVIATIONS
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GENERAL: UNLESS SPECIFICALLY INDICATED OTHERWISE, ALL WORK CONNECTION DETAILS: SECURE APPROVED SHOP DRAWINGS LIGHTING POWER (CONT.) A AMPERE == = = =
SHOWN ON ELECTRICAL DRAWINGS IS NEW WORK TO BE PROVIDED SHOWING WIRING DIAGRAMS, ROUGH—IN AND HOOK UP DETAILS = S UORESCENT LoHTING, FOORE - ACCU AR COOLED CONDENSING UNIT E=E= &= T /A2
UNDER THIS CONTRACT. FROM OTHER INVOLVED CONTRACTORS FOR EQUIPMENT WHICH —e— SWITCH RATING — ¥ B Ny
MUST BE CONNECTED ELECTRICALLY. NEMA ENCLOSURE IF OTHER THAN NEMA 1 Are - ABOVE FINSHED FLOOR = == = eV
COORDINATION: COORDINATE AND COOPERATE WITH ALL TRADES ON THE @) DOWNLIGHT OR SURFACE MOUNTED FIXTURE DISCONNECT SWITCH AHU AR HANDLING UNIT = = —
PROJECT. CONNECTION DETAILS: MECHANICAL EQUIPMENT WILL BE _H_ Q WALL MOUNTED LIGHTING FIXTURE AC AVAILABLE INTERRUPTING CURRENT R " & 4
FURNISHED AND INSTALLED BY THE MECHANICAL CONTRACTOR. 3p 60750 ATS  AUTOMATIC TRANSFER SWITCH = & = =
AS—BUILT DRAWINGS: SECURE AN EXTRA SET OF ELECTRICAL DRAWINGS THE LOCATIONS SHOWN ON THE ELECTRICAL DRAWINGS ARE N[N C CONDUIT R e —— |
TO BE KEPT ON SITE AND MARK, DAILY, THE DRAWINGS IN RED AS THE APPROXIMATE.  COORDINATE WITH THE MECHANICAL CONTRACTOR CEILING FAN FUSE RATING (NF INDICATES NON-FUSED) oKT CIRCUIT = I
PROJECT PROGRESSES IN ORDER TO KEEP AN ACCURATE RECORD OF TO DETERMINE THE EXACT LOCATION OF EACH PIECE OF NUMBER OF POLES ———— ——
ALL DEVIATIONS BETWEEN THE WORK SHOWN ON THE DRAWINGS AND EQUIPMENT AND DETERMINE THE EXACT ROUGH-IN AND B 8 EXIT LIGHTING FIXTURE, WITH DIRECTIONAL ARROWS AS INDICATED WITH (B CIRCUIT BREAKER T
THE WORK WHICH IS ACTUALLY INSTALLED.  THESE MARKED DRAWINGS CONNECTION REQUIREMENTS. BATTERY PACK — CONNECT AHEAD OF LOCAL SWITCH. — ELECTRICAL PANELBOARD DSS  DUCTLESS SPLIT SYSTEM
HUDSON+ASSOCIATES
SHALL REFLECT ANY AND ALL CHANGES AND REVISIONS TO THE A DVP  DOMINION VIRGINIA POWER
ORIGINAL DESIGN WHICH EXISTS IN THE COMPLETED WORK. DELIVER WORKING CLEARANCE:  COORDINATE FINAL LOCATIONS OF LIGHTING FIXTURE TYPE SYMBOL. SEE LIGHTING FIXTURE DETAILS. (T ] PAD MOUNTED TRANSFORMER FBU EMERGENCY BATTERY UNIT AR oW o1 T E o T s
THE MARKED DRAWINGS TO THE OWNER'S REPRESENTATIVE AT PROJECT ELECTRICAL EQUIPMENT WITH MECHANICAL DUCTWORK, PIPING ETC. S SINGLE POLE SWITCH, 20A, 120/277V, 48" AFF UON NDICATES FRONT EC EMPTY CONDUIT 120 WEST QUEENS WAY SUNTE 201 HAMPTON, VA
CLOSE-OUT. A0 ASSURE WORKING CLEARANGE REQUIRED BY N.E.C. WILL B 8 DUAL SWITCH (SINGLE POLE OR TYPE AS INDICATED BY SUBSCRIPT). 204, FF EXHAUST FAN (757) 722-1964 2366
TESTS: TEST ALL WIRING FOR CONTINUITY AND GROUNDS BEFORE 120/277V, 48" AFF UON. CONNECT ONE SWITCH TO LIGHT FIXTURE AND ELECTRICAL CIRCUIT AND CIRCUIT HOMERUN TO PANELBOARD (PANEL AND EQUIP EQUIPMENT
CONNECTING ANY FIXTURES OR DEVICES. PERFORM INSULATION STARTER_MOUNTING: WHERE AN INDIVIDUALLY MOUNTED SAFETY CONNECT THE OTHER SWITCH TO THE CEILING FAN MOTOR. AND CIRCUIT DESIGNATION AS INDICATED). AS A MINIMUM CONDITION, FACH FWH  ELECTRIC WATER HEATER
RESISTANCE TESTS ON ALL WIRING #8 OR LARGER TO INSURE THAT ALL w/\m,\_ﬂmim.ww%@m%h %w m/_mmcmommﬁ%wm_% %zT_o><<d<>%>mm%_mm So DIMMING SWITCH, 204, 120/277V, 48" AFF UON SINGLE PHASE CIRCUIT mI>;%I><m 1 #12 PHASE CONDUCTOR, 1 #12 FHP  FRACTIONAL AC HORSEPOWER
PORTIONS ARE FREE FROM SHORT-CIRCUITS AND GROUNDS. : NEUTRAL CONDUCTOR AND 1 #12 GROUNDING CONDUCTOR, NM CABLE. FLA  FULL LOAD AMPS
ALL SUPPORTS, BRACKETS, ANCHORING, ETC. NECESSARY TO \ »
‘ . , S3 THREE-WAY SWITCH, 20A, 120/277V, 48" AFF UON PROVIDE ADDITIONAL PHASE CONDUCTORS AS REQUIRED FOR "MULTIPLE GF| GROUND FAULT INTERRUPTER
INSPECTIONS: >_”N%>zo_m ALL zmommm>m< _zm_u_mo._._Oz.m. DELIVER ALL PROPERLY SUPPORT THE DEVICE. POWER PHASED” ELECTRICAL LOADS. PROVIDE ADDITIONAL “SWITCH LEG” GND GROUND
REQUIRED INSPECTION CERTIFICATES TO THE OWNER'S REPRESENTATIVE.
LIGHTING ARRANGEMENT:  ARRANGE. LIGHTING FIXTURES IN ) CONDUCTORS TO PROVIDE THE LIGHT FIXTURE CONTROL INDICATED. 1P HORSE PONER/HEAT PUMP N LAN
ACCORDANCE WITT| THE. ARCHITECTURAL. REFLECTED CEILING PLANS i) DUPLEX CONVENIENCE RECEPTACLE 20A. 120V, 18” AFF. UON NEUTRAL AND GROUNDING CONDUCTORS SHALL BE SHARED AS ALLOWED BROGDEN LANE
ELECTRICAL SERVICE: PROVIDE THE ELECTRICAL SERVICE. COMMUNICATE ' BY THE NEC. CONDUCTORS LARGER THAN %\_M SHALL BE AS INDICATED. KVA KILO—-VOLT-AMPERES
WITH THE LOCAL POWER COMPANY, VERIFY ALL REQUIREMENTS, AND LGHTING COORDINATION: COORDINATE. LIGHTING. FIXTURES, WiTH 4 TWO DUPLEX RECEPTACLES IN COMMON BOX, EACH 20A, 120V, 18" W KILO—WATTS ICFMR HOME
COORDINATE ALL EFFORTS. : AFF, UON 76 LIGHTING FOR HNN C&B
GRILLES, DIFFUSERS, SPRINKLER HEADS, AND ACCESS PANELS, % TELECOMMUNICATIONS
mmmc%__% mwm%/m__oow%%%z%\__z?_w_c%momw&z_mmmﬁiﬁmﬁ\_mmmzmo o - W%%M mmzw\,_mzm_ww%m%%m_mw;?m 2o 120 HOURT PO v TELE/DATA OUTLET, 18" AFF, UON, WITH 3/47C STUBBED ABOVE CEILING. ”\_\_mw KVZ_PE%\T%DW%%KM
: GFI
CONDUITS, SWITCHES, CONTROLLERS, WIRE-WAYS, NEUTRAL R A T FIXTURES ) DUPLEX RECEPTACLE, GROUND FAULT INTERRUPTING TYPE, 204, 120V, — TELECOMMUNICATIONS BACKBOARD — 4'W x 8'H x 3/4"THICK MED  MEDIUM
CONDUCTORS, AND OTHER EQUIPMENT.  PROVIDE A GROUNDING 48" AFF, UON (OR MOUNT HORIZONTALLY IN CENTER OF 6" » MFR  MANUFACTURER
CONDUCTOR IN ALL POWER CONDUITS. OR OTHER DEVICES TO INSURE PROPER FIXTURE OR DEVICE IS , Ty TV OUTLET WITH 3/4” CONDUIT STUBBED ABOVE CEILING (INTO ATTIC
FURNISHED TO MATCH CONSTRUCTION. ALL DEVICE COVER PLATES " BACKSPLASH). SPACE), 18” AFF, UON. MLO  MAIN LUGS ONLY
LABELS: PROVIDE LABELS FOR ALL PANELBOARDS, CABINETS, SAFETY SHALL BE STAINLESS STEEL. ) DUPLEX GFI RECEPTACLE 20A, 120V W/ WEATHERPROOF COVER, 18" MTD — MOUNTED
SWITCHES, MOTOR—DISCONNECT SWITCHES, AND MOTOR CONTROLLERS. . ABOVE GRADE, UON FIRE_ALARM NEC ~ NATIONAL ELECTRICAL CODE
LABELS SHALL BE MACHINE ENGRAVED, LAMINATED PLASTIC, MOUNTING HEIGHTS: MOUNTING HEIGHTS INDICATED ARE FROM THE o0® = FIRE ALARM CONTROL PANEL NF NON-FUSED
PERMANENTLY ATTACHED WITH SELF—TAPPING SCREWS OR RIVETS. DO FINISHED FLOOR TO THE CENTERLINE OF THE WIRING DEVICE SPECIAL RECEPTACLE, AS NOTED ON PLANS _v NTS  NOT TO SCALE
- UNLESS OTHERWISE NOTED. MOUNTING HEIGHTS OF LIGHTING [[] FIRE ALARM MANUAL PULL STATION, 46" AFF TO ACTUATING ARM, UON
NOT USE SELF-ADAESVE LABELS. FIXTURES ARE TO THE BOTTOM OF THE FIXTURE UNLESS © EQUIPMENT: CONNECTION AISUAL (HORN,/STROBE) __ : OFCI  OWNER FURNISHED,
¥ FIRE ALARM AUDIO/VISUAL (HORN/STROBE) APPLIANCE, 80" AFF, OR 6” BELOW
J—BOX LABELING: LABEL ALL JUNCTION BOXES WITH PERMANENT OTHERWISE NOTED. ©) JUNCTION BOX [k FINISHED CEILING, WHICHEVER IS LOWER, UON. : m%_mﬁoém INSTALLED
xwﬂﬂmm IDENTIFYING: CIRCUIT_ NUMBER AND PANELBOARD OF CIRCUITS DEVICE LOCATIONS: COORDINATE LOCATIONS OF SWITCHES, Y MOTOR CONNECTION e FIRE ALARM VISUAL (STROBE) APPLIANCE, 80" AFF, OR 6" BELOW FINISHED ol PANEL o °
| RECEPTACLES, AND TELE/DATA OUTLETS WITH OTHER WALL Su MOTOR RATED SWITCH WITH THERMAL OVERLOADS 20A, 120V, UON, MOUNT CEILING, WHICHEVER IS LOWER, UON, B PANELBOARD Mvzqm
PANEL DIRECTORY: PROVIDE TYPEWRITTEN PANFLBOARD DIRECTORY _/m\_%>c_.__/_%7mm DEVICES SUCH AS THERMOSTATS AND CONTROL WITHIN SIGHT OF MOTOR. ') SPRINKLER SYSTEM SUPERVISORY FLOW SWITCH CONNECTION s PHASE
CARD IN EACH PANELBOARD WITH CIRCUIT LOAD INFORMATION AND : DESIGN GROUP
R DG, Nor ot e e ek KOO o N DEVICE_COORDINATION: THOROUGHLY REVIEW AND COORDINATE = e v e e B mmmomwﬂ mmmmﬂ%% ° >
THE BUILDING, NOT THE ROOM NUMBERS SHOWN ON THE CONTRACT DEVICE_COORDINATION: FIRE ALARM SYSTEM PHOTOELECTRIC SMOKE DETECTOR, CEILING MOUNTED
DRAWINGS, AS THEY ARE OFTEN DIFFERENT. ALL CASEWORK AND CABINET DRAWINGS AND ARCHITECTURAL © RTU ROOF TOP UNIT 2712 SOUTHERN BLVD., SUITE 201
ELEVATIONS WITH DEVICE LOCATIONS PRIOR TO ROUGH-IN OF ® FIRE ALARM SYSTEM HEAT DETECTOR, CEILING MOUNTED S SERVICE. ENTRANGE Swo:,wmwmwwmwm_wmwmNw»mm
INTEGRAL DISCONNECT SWITCHES, AND CONTACTORS SHALL BE PROVIDED ( R e TYPeAL EMALL: information@pmedg.com
WITH THEIR RESPECTIVE PIECES OF EQUIPMENT BY THE EQUIPMENT BARRIERS: WHERE A MULTIPLE-GANG BOX HAS CIRCUITS OF ( LIGHTING FIXTURE SCHEDULE \
SUPPLIER. COMMUNICATE WITH THE TRADES PROVIDING THE EQUIPMENT, DIFFERENT VOLTAGES OR SYSTEMS WHICH ARE REQUIRED TO BE ( el ) UON UNLESS OTHERWISE NOTED
VERIFYING ALL REQUIREMENTS, PROVIDE ALL ELECTRICAL CONNECTIONS wm@mnm_moﬂ%%w\_oomm%zm wo%cmm_mmmm%%mmc SEPARATION USING A M TYPE DESCRIPTION LAMPS VOLTS MOUNTING /REMARKS ) V. VOLT(S)
REQUIRED THEREIN, AND INSTALL MOTOR STARTERS. : { A = LENSED RECESSED FIXTURE T | RECESSED, CEILING. PROVIDE ) VAV VARIABLE AIR VOLUME SEETEMDER 5, 2908
MOTOR DISCONNECTS: ALL MOTORS SHALL HAVE DISCONNECTING MEANS. CLEAN UP: ON PROJECT CLOSE-OUT CLEAN ALL ELECTRICAL ( PRESCOLITE "LITEBOX’ SERIES WITH DIMMABLE BALLAST. W VFD VARIABLE FREQUENCY DRIVE
MOTOR CONTROLLERS: ALL 3—PHASE MOTORS SHALL HAVE MAGNETIC ALL PAINT SPATTERS FROM DEVICES, FIXTURES AND PLATES. N b PRESCOLITE "LITEFRAME’ SERIES (2) 32w CFL 120 | WitH DIMMABLE BALLAST. ) WG WIREGUARD
MOTOR CONTROLLERS WITH SOLID STATE OVERLOAD RELAY PROTECTION. REPLACE ALL INOPERATIVE LAMPS. \ SUTDOOR POLE MOUNTED LIGHT ) WP WEATHERPROOF
THE SOLID STATE OVERLOAD RFLAY SHALL HAVE PHASE LOSS AND I A\ |Ple LHTING MODEL. RIGOGHET (1) 50W 190 | POLE MOUNTED. SEE ARCHTECTURAL SHEETS FOR )
PHASE OVERCURRENT PROTECTION WITH AUTOMATIC RESET UPON A POLE DETALL. ) el
RETURN OF NORMAL POWER. ( A CLOSET FIXTURE SURFACE. CLOSET WAL MOUNT ABOVE DOOR ) No. 03962
( GOOD EARTH LIGHTING MODEL G9702-T5-WHES-] (2) 13015 120 . . . W FTFCTRICAL TOAD SUMMARY L
MOTOR FUSE PROTECTION: WHERE FUSE PROTECTION IS SPECIFICALLY % &
REQUIRED BY THE EQUIPMENT MANUFACTURER, PROVIDE FUSED M SQUARE RECESSED FIXTURE RECESSED. CANOPY. ) [OAD CONNECTED | DEMAND DEMAND S ronr B
SWITCHES IN' LIEU OF NON—FUSED SWITCHES OR IN LIEU OF ENCLOSED ( PRESCOLITE 'LITEFRAME™ SERIES (2) 26W CFL 120 , DESCRIPTION LOAD FACTOR LOAD Yoo
CIRCUIT BREAKERS, OR OTHER DEVICES INDICATED. ( SUFACE, CEILING, WALL. PROVIDE WITH PULL CHAIN AND W LIGHTING 0.8 KVA 100% 0.8 KVA
( b PORCELAIN KEYLESS FIXTURE (1) 100W A19 120 | INTEGRAL RECEPTACLE. MOUNT PER NEC. W RECEPTACLES 32.2 KVA NOTE -2 21.1 KVA
( AIR CONDITIONING 21.3 KVA 80% 17.0 KVA
T5 STRIP LIGHT VENTILATION 0.6 KVA 100% 0.6 KVA
M /A COLUMBIA LIGHTING MODEL CN3 (2) 21w T5 120 [ SURFACE, CEILING. W COOKING EQUIP. 9.6 KVA 80% 7.7 KVA
e e N R R ~~ ) KITCHEN EQUIP. 5.6 KVA 70% 3.9 KVA
A y N CEILING FAN WITH LIGHT KIT WATER HEATER 0.2 KVA 70% 0.2 KVA ELECTRICAL NOTES
( ) Gl AN , , (4) 60W MED. BASE 120 | SURFACE, CEILING
( GENERAL NOTE g ( MODERN FAN CO. 'CIRRUS HUGGER CEILING FAN . ! . W FUTURE ( 25% ) 14.1 KVA AND LEGEND
M W M A\ CEILING FAN W 120 | PENDANT. CELLING ) TOTAL| /5.3 KVA 70.3 KVA
MODERN FAN CO. 'CIRRUS SHORT CEILING FAN' ! . NOTES:
M NM CABLE SHALL BE USED EXECPT ) M W 1. ELECTRICAL SERVICE CHARACTERISTICS:
WHERE PROHIBITED BY NEC. A b SQUARE SURFACE FIXTURE (2) 130 cFL 100 | SUFACE, CEILING. ) 208Y/120, 3 PHASE, 4 WIRE, 250A
M { PROGRESS LIGHTING MODEL 97382-30 y 2. 1st 10 KVA @ 100%, REMAINDER @ 50% REVISION DATE
( ( EXTERIOR SECURITY LIGHT SUFACE, WALL. ) 9/1/08
| EMERGENCY EXIT SIGN V
A A B | PROGRESS LIGHTING MODEL PE0D LD 120 | SURFACE, CEILING, WALL. v
m NOTE:  FIXTURES WILL BE EQUAL TO OR EXCEED THE SPECIFIED MANUFACTURER'S FIXTURES LISTED ABOVE. N JOB NUMBER 0704
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